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Modélisation des données des

cables électriques sous-marins

Cas du raccordement du parc éolien en mer
de St-Nazaire




Segmentation des données par domaines
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Base de données des projets LSM

- Caractéristiqgues des LSM:
- phases conducteurs et télécom, et suivi du milieu
- déplacement du patrimoine
- référencement linéaire
(point kilométrique, KP)
- emprise hors France
- reférencement vertical (mer, terre, international)
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Les données survey

- Contexte/Milieu

- Infos survey / métadonnées

- Patrimoine RTE

Puissance

MALT
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Modele de départ "

Guidelines for Seabed Survey Data Model
'

Survey_ID
Survey ID FEAT_TYPE

% Environmental_Samples
& Environmental_Sample_Pnt
& Geochemical_Sample_Pnt
=2 Geotechnical_Sample_Pnt
& HeatFlow_Measure_Pnt

BATHY_CONT

R —> =) TSdip_Sample_Pni
Contractor Survey ID deID‘Tra";pAi- t
Ref_geo ELEVATION = VideoTrack Arc

i Seabed_Features
=) Seabed _Feature_Arc
& Seabed_feature_Ply
& Seabed_Feature_Pnt
2 Seabed_Slope_Pnt
£ Sediment_Primary_Ply
I8 Sediment_Secondary_Ply

Cable de puissance Cable FO
Extrémité Télécom Boitier d'épissure
Jonction de puissance Connectique
Protection . . o Atterrage
Dispositifs mécaniques
ST (Protection + fixation) e
MALT En mer

= 9 Survey_Measurements

=) Bathymetry_Contours

£ Chart_Index_Map

&l Proposed_Survey_Run_Lines
3 Survey_Equipment_Limits

_SnotPoints
& Survey_Sounding_Grid
= Survey_Trackines

L8 T_Survey_JobDetalls

[ UnitOfMeasure
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https://www.iogp.org/bookstore/product/guidelines-for-the-use-of-the-seabed-survey-data-model/

Patrimoine, quoi et ou ?
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Objectif de description du patrimoine
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Objectif de description du patrimoine
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RPL : le tracé théorique avant pose
et KP

® | a RPL sert de base pour le référencement linéaire, elle permet
d’associer des KP (point kilométrique) aux :
- tracé du cable, équipements, protections,
- emprises de plans et de rasters,
- croisement ouvrage tiers, ...

® |a RPL estinvariante dans le temps
(apres début de travaux)

® |lyaautant de RPL que de cables
(puissance ou télécom/FO)

Donc 2 RPL pour Saint Nazaire (SNA) qui est
un projet constitué de 2 liaisons HVAC 225kV
avec FO intégrées
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Tracé du cable

CP céble point -> pris environ tous les metres,

avec plusieurs types de niveaux

ToP =
-———————— —— ———————— — ————— — —————— — — ———— -
BoT
~——  As-built Seabed level
~we== Limit of the disturbed soil during the trenching operations
.. MUSL 3 Top of Product (ToP) : Highest point of the Product (the Product being cable, duct or concrete embedding - depending on the
e . ] type of installation). — flag 1 of the 6-point file.
Le réseau . Top of Cover (ToC) : Point on the As-built seabed level above the ToP —flag 4 of the 6-point file. .\
de transport e Mean Undisturbed Seabed Level (MUSL) : Straight line between flags 2 and 3. GEODATA
d'électricité DAYS 2024
. Original Seabed Level (O5L) : Paint on the MUSL above the ToP. —




CP Cable point

Top of

bed level

Depth of cover

Depth of buri

Top of cov

Cable Name

Name of the RPL

KP

Distance along the line

Cumulated length of optic fiber

Reverse DAL NULL
NULL
RACC_SNA_CAB_GPY_2023
As laid

Cable type HVAC power cable (may inc

Protection by Rock 1
Protection by Matress NULL

Protection by CPS 1

Protection by Shell NULL
Protection by JTube MNULL
Protection by Duct NULL
Other protection (use comment) NULL
Protection comment NULL
Protection by Concrete block NULL
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CP Cable point

Depth of buri

Top of cover

Cable Name

Name of the RPL

KP

Distance along the line
Cumulated length of optic fiber
R AL

False KP

Survey 1D

Coordinates Status
Cable type

Protection by Rock
Protection by Matress
Protection by CPS
Protection by Shell
Protection by ITube
Protection by Duct
Other protection (use comment) NULL

n comment

MNULL

NULL

MNULL
RACC_SNA_CAB_GPY_2023

As laid

HVAC power cable (may include

1
NULL
1
NULL
1
NULL

NULL

oncrete block MNULL
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Les protections externes (1/2)

From KP K Su ) ne I the RPL Equi
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Les protections externes (1/2)

From KP

SNARPL L2 C1

SNA_RPL L1 C1
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Les protections externes (2/2)

Protection_ply

PROTECTION_PLY
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Extrémités, jonctions et troncons (1/2)
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Extrémités, jonctions et troncons (2/2)

0 —{=t = ] o]
[Trpngon souterrain | |_
. Jonction de Extrémité de optique
Shelter puissance
Atterrage Jonction O Extrémité de
Poste optique puissance PEM

EX : SOUS-TYPE POWER
Survey_ID

Survev 1D KP TO POWER-Power_Cable
KP = 2 1,2 KP_FROM POWER-Termination
EQUIP_ID_FROM EOB:g :g ESOM POWER-Rigid_Joint
EQUIP_ID_TO .
Egg:g—!&—gg RPL NAME POWER-Landfall_Joint
EQUIP_CAT CABT_E_NAME POWER-Factory_Joint
- EQUIP_TYPE
EQUIP_CAT POWER-Plateform_Joint
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Conclusion et travaux en cours

Orientation du modele vers une gestion de arcrve
I'historiques deg_actifs, —
= - et développement d’'un SIG marin.

HISTORIQUE

Réception des
données

Controles et
consolidation des
données

Intégration des
données au
patrimoine
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Merci pour votre attention,

Contact : nicolas.maslov@rte-france.com
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